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NAPIT Periodic Report on an existing Electrical Installation

Requirements for Electrical Installations — BS 7671 [IEE Wiring Regulations]

NOTES:

1. This Periodic Report shall only be used for the
reporting on the condition of an existing
installation.

2. This Report, normally comprising of at least four
pages and shall include an Inspection Schedule
and a Test Result Schedule. Additional Report and
Test Sheets should be added as necessary. All
additional pages shall be incorporated within the
page numbering sequence to show, page number
and total number of pages. The individual Periodic
Report Number shall appear on each additional
sheet to indicate the report it relates to.

3. The maximum prospective fault current recorded
should be the greater of either the short circuit
current or the earth fault current.

4. The ‘Extent and Limitations’ box shall fully identify
the elements of the installation that are covered by
the report and those that are not, this aspect
having been agreed with the client, or other
interested parties before the final inspection and
testing is carried out.

5. The time interval recommended for the next
periodic inspection and testing shall be given. The
IEE Guidance Note 3 provides guidance on the
maximum interval between inspections for various
types of buildings. i.e. every 10 years or on change
of occupancy for Domestic Electrical Installations.

6. This Periodic Report is based upon the format of
the Periodic Inspection Report for an Electrical
Installation, issued by the Institute of Electrical
Engineers and published in BS7671:2001.

NAPIT Periodic Report

Information for recipients (to be appended to the
report).

This Periodic Report shall only be used for the
reporting on the condition of an existing installation.
You should have received an original Report and the
contractor should have retained a duplicate. If you
were the person ordering this Report, but not the
owner of the installation, you should pass this Report,
or a copy of it, immediately to the owner.

The original Report is to be retained in a safe place
and be shown to any person inspecting or
undertaking work on the electrical installation in the
future. If you later vacate the property, this Report will
provide the new owner with details of the condition of
the Electrical Installation that it refers to.

The ‘Extent and Limitations’ box should fully identify
the extent of the installation covered by this Report
and any limitations on the inspection and tests. The
Inspector should have agreed these aspects with you
before the inspection was carried out.

For safety reasons, the electrical installation will need
to be re-inspected at appropriate intervals by a
competent person. The maximum recommended
time interval before the next inspection is stated in the
Report under ‘Next Inspection’. i.e. the Institute of
Electrical Engineers recommend every 10 years or on
change of occupancy for Domestic Electrical
Installations.

The Report is only valid if an Inspection Schedule And
Schedule of Test Results are appended.

The Report will usually contain a list of recommended
actions necessary to bring the installation up to the
current standard.

For items classified as ‘requires urgent attention’,
the safety of those using the installation may be at
risk, and it is recommended that a competent
person undertakes the necessary remedial work
without delay.
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Schedule of Inspections
Schedule of Inspection Reports: Page no(s)  / to =2
Additional pages, including additional source(s) data sheets: Page no(s) /4 to /A

Schedule of Circuit and Test Results for the Periodic Inspection Page no(s) 4 to 4

The attached Schedules are part of this document and this Report is valid only when they are attached to it.

Inspected Schedule of Inspections
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If previous certificate or reports exists have there been any alterations

Inspection of Incoming Supply and equipment

Main System Earth Conductor is present, securely connected and a warning label fitted
Main System Earth Conductor of the correct size

Main Equipotential Bonding Conductors presentat: Gas v/ Water v/ Other 4%

Main Equipotential Bonding Conductors correctly sized

Main Equipotential Bonding Conductors securely connected and a warning label fitted

Consumer Unit position accessible

Correct Circuit Protection Devices fitted and identified for each circuit

Correct Cable type and size used, allowing for external influences

Cable run in ‘safe’ zones or mechanically protected (where readily” accessible *o inspec.

Cables securely fastened or in appropriate wiring protectior syste ms (where re adil' accex sible teinspery;
All Cable cores correctly identified at joints and in acce ssorie. (at sempi 3s iispecied)

All cable joints correctly terminated, secure and access ‘ble (at . amplcs insrocted)

Modifications to the Building Fabric appreuriate ond saf» (St ictu-e) (w.aere readily accessible to inspect)
Modifications to the Building Fabric approyriat> ana safe (Fii2) ‘wh>re recdily accessible to inspect)
All Accessories correctly placzd as per Appraved Rocuinvent (1and BES 8305 (where applicable)
Appropriate Supplementar / Bondir.a present « nd vdetuately sizec

Supplementary Bonding se zurcly connacted and avrarnieq lal.el fitted if required

High Shoc!< fisi Circuits are pretected by & 30mA ]CL

All Ac.essriics h2ne environ et toi protetion cnpropriate for external influences

All cve s replaced. Accessoiies seoure and .eatly aligned

The numuc: of points and' the: - loc ation agree with the original design (if available)

Originai 2i*2ui details corr 3ct ¢ n tie installation schedule

Periodic Label, RCD 'ube! and other Safety Labels fitted

If installation has wiring colours of two versions to BS 7671, has warning label been fitted?
Appropriate measures taken in Special Locations

Smoke Detection units installed

Other (please state)

Other (please state)

Other (please state)

Other (please state)

Other (please state)

Other (please state)

Schedule of Test

v
/A

SNANENEN

Insulation Resistance between Live conductors
Insulation Resistance between Live conductors & earth
Polarity

Earth fault loop impedance

Residual current devices

Functional testing of devices

External earth loop impedance

Installation earth electrode

Prospective short circuit current

Continuity of Earth Conductors

Continuity of Circuit Protective Conductors
Continuity of Supplementary Bonding Conductors

ANEIENENENIN

The sections above are —
Yes (Y), No (N), Not Known (N/K), Satisfactory (v), Not Satisfactory (X), Not Checked (N/C), Not Applicable (N/A) or Limitations (Lim)

Inspector’s Name # 2 growy

Signature

A B Brown Date =zs///z006
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